Submersible - Stainless Steel - NEMA 6P4X - Double Seal Enclosure
NEMACO ™

Excellent Electrical Enclosures

Submersible - Water Proof - NEMA 6P4X - Double Seal Enclosure

o Y NEMA 4X for Total Dust, Rain, Snow & Water Washdown Resistance.

o Y NEMA 6P for Submersion Water Proof Performance (15ft Max.)

e Single Heavy Duty Door with NEMA 6P & NEMA 4X Seals

e Captive Bolt Hardware with Retainers to prevent losing the bolts

® Stainless Steel Print Pocket for keeping documents neat inside enclosure.
® Stainless Steel Interior Plate and adjustable studs inside enclosure

e Heavy Duty Lifting Lugs (Pad-eyes) and Wall Mount Tabs

e Heavy Duty Door Hinges with removable hinge pin screw.

e Door Security Padlock Provision welded to door and enclosure body.
(1) Only 6 brass bolts are required to secured and close the door.

(2) All brass & stainless bolts are secured & tighten to specified torque setting.

— Quality Enclosure Solutions
NemacoTech.com

X Door & Door & Estimated Estimated
Enclosure Size
Enclosure Part Number Hx W x D Body Body Cover Enclosure
Material Material Thickness Wt (Lbs) Wt (Lbs)
N6P-322610-316-DS 32x26x10 316SS 10GA 122 156
N6P-261810-316-DS 26 x18x 10 316SS 10GA 86 110

o KEY FEATURES e EXCELLENT QUALITY e

Wall Mount Brackets

NEMACO TECHNOLOGY, LLC
HOUSTON TX USA

316 SS NEMA 6P ENCLOSURE

15FT SUBMERSION

N6P4X PART#
N6P322610-DS-316-15F T
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Submersible - Stainless Steel - NEMA 6P4X - Double Seal Enclosure
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Heavy Duty Cover Hinges

Nemaco's Information Tag

Lifting Lugs

NEMACO ™

Excellent Electrical Enclosures

Call Nemaco for Enclosure Solutions

NemacoTech.com

Quality Enclosure Solutions
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FIGURE 1 Nemaco Submersible N6P4X - Enclosure Door with Double Seals
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